1 of 29

file:///D:/UL200%20NetLinker%20Menu.ht

USB 2.0 NetLinker User Manual
UL200

Super-Link

Features

>Conforms to USB 12Mbps & 480Mbps Specification, Version 1.1 and 2.0.

>|t's specialized for host-to-host communication.

>File transfer application software running on Windows 98SE  Win ME Windows 2000 and Win XP.
>Suitable for mobile and SOHO environment.

>High data transfer rate.

>Support TCP/IP, NetBEUI, IPX/SPX protocols.

Overview

UL200 Super-Link overcomes this “peer-to-peer” incompatibility by providing two USB devices, one for each PC.
Two independent Serial-Interface-Engines(SIE) exchange data through a FIFO.

UL200 Super-Link overcomes this “peer-to-peer” incompatibility by providing application program. Two independent
host to exchange data through the software. Thus, USB data transmitted by one computer is made available to the

other computer through the Super-Link just as below figure
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Software Support
>The application/driver runs on Windows 98SE/ME/2000/XP.

Steps By Steps to Install UL200 Super-Link
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Windows USB2.0 Host

For WIin98SE/ME/2K/XP

>UL200 Super-Link provides 2 kinds of installation methods for users
a Setup installation.

From UL200 Super-Link installation package, there is a “setup.exe” for installing. Please click it then into

setup procedures.
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i Click “Setup.exe”, then start to installation steps.

i There are 2 selection for installing please select “USB Super-Link Adapter” then click “Next”
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Note Please unplug your cable first while install driver, or error message would show up.

iv Please select the target folder you want to install in or follow default setting, then click “Next”

v In Windows XP system, there will be a software verification requesting windows pop out, just click
“Continue Anyway”, then continue to install. In Windows 98SE/ME/2K won't have this requesting
windows.

vi Just a few seconds, the completed install windows will pop out, just click “Finish” to complete
whole setup procedures.

vii Users can plug the UL200 Super-Link into Host PC, then following figure is found. Since the necessary
components were installed into system, users can just click “Next” to let windows auto search the driver components.

3 of 29 6/23/2007 11:00 Al



4 of 29

file:///D:/UL200%20NetLinker%20Menu.ht

Walcome 1o fhe Found New
Hardwarae ‘Wizard

Thir wizaed hedge pouratall solbeaam o
LB Sugeid Links S

(9] 1N e eithvesin: e with s il llaticn CO
D o Mgy ik, Wit B Ao,

""‘"'\5":“-" poaand e v to 207

% fnatnd fhe snivases miresical ["I-'\-l:man

Wil kst ]

Lk R by mionkinass:

-Z_.:[ Corenl |

Also, in Windows XP system, there will be a software verification requesting windows pop out, just click
“Continue Anyway”, then continue to install. In Windws 98SE/ME/2K won't have this requesting windows.
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x Just a few seconds, the installation is completed, then press “Finish” to completed whole install procedures. Users
can find a “Super-Link” shortcut on the desktop.
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xi To check UL200 Super-Link whether install succeed, please go to the device manager to find the “USB DATA
LINK Adapter” and the installation is successful.
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b Normal add/remove hardware installation.

Plug UL200 Super-Link cable into host first. When the “Found New Hardware Wizard” opens, please
select the “Install from a list or specific location Advanced ”then click
“Next”.
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i Select the correct source file location and click “Next”.
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Also, in Windows XP system, there will be a software verification requesting windows
pop out, just click “Continue Anyway”, then continue to install. In Windows 98SE/ME/2K

won't have this requesting windows.
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iv Just a few seconds, the driver is installed completed, and click “Finish”.

v To check UL200 Super-Link whether install succeed, please go to the device
manager to find the “USB DATA LINK Adapter”.
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vi To start to use Super-Link application, please go to the install package of UL200, and click
“SuperLink.exe” into the U/I.

UL200 Super-Link Software Utilities Manager usage
UL200 Super-Link software application is like windows file manager. Users can use same function key to
cut/copy/paste/delete target files and folders just like using windows file manager.

Disk utility edit service

>Cut (Ctrl+X)

>Copy (Ctrl+C)

>Paste (Ctrl+V)

>Delete (Ctrl+D)

>New Folder (Ctrl+N)

>Select All (Ctrl+A)

>Mouse’s drag and drop (To move an item on the screen by selecting the item and then pressing and holding down the
mouse button while moving the mouse).
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User interface introduction

a. Connect and open remoter.
Only “Local computer” will be shown up if doesn’t connect to remote computer, and application will keep auto-monitor

whether the remoter is connected.

Remote Computer will be show up automatic while both-side computers are connected.

User can also use function selection “Open remoter F12 "to open the remoter computer.
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b. Copy/delete/cut/paste function key
User can use function key or mouse’s drag and drop to copy/delete/cut/paste target files or folders, actually, it's just like
windows file manager.

IEx—l Copy file.
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Ex-2 User can also create a target folder both in remoter/local computers. Select “New Folder” item to build up a folder
which user want to manage his files.

Fill in the target folder's name, and the target folder is built. )
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c. Check the interface version of UL200 Super-Link.
Click the “Help” selection or “Question mark” item, and the version information will be shown up.
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Virtual-Network

Overview

Virtual-Networking provides an USB-based host-network feature for two or more USB hosts of PC/Notebook.
Designed with the proprietary power-saving technology, Through UL200 proprietary auto detecting and switching
method between USB High-Speed (HS) and Full-Speed (FS), UL200 supports a user-friendly oriented host-to-host
networking application via both USB2.0 and USB1.1 interfaces.

"USB Virtual Network" software package is developed to be an NDIS-compliant solution by emulating a virtual-network
interoperability among peer-to-peer end-users' computers. It is inherently incompatible to connect two PCs together via
a simple USB cable.

Software Support
>The application/driver runs on Windows 98SE/ME/2000/XP.

Steps By Steps to Install Virtual-Network For Win98SE/ME/2K/XP
UL200 provides 2 kinds of installation methods for users
Setup installation.
i From Virtual-Network installation package, there is a “setup.exe” for installing. Please click it then into setup
procedures.

i Click “Setup.exe”, then start to installation steps.
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iii There are 2 selection for installing please select “USB Virtual-Network Adapter” then click “Next”

Note Please unplug your cable first while install driver, or error message would show up.

iv Please select the target folder you want to install in or follow default setting, then click “Next”

v In Windows XP system, there will be a software verification requesting windows pop out,

just click “Continue Anyway”, then continue to install. In Windows 98SE/ME/2K won't
have this requesting windows.
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vi Just a few seconds, the completed install windows will pop out, just click “Finish” to
complete whole setup procedures.

vii  Users can plug UL200 Virtual-Network into Host PC, then following figure is found.

Since the necessary components were installed into system, users can just click
“Next” to let windows auto-search the driver components.

viii Also, in Windows XP system, there will be a software verification requesting windows

pop out, just click “Continue Anyway”, then continue to install. In Windows 98SE/ME/2K
won't have this requesting windows.
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x Just a few seconds, the installation is completed, then press “Finish” to completed whole
install procedures.

xi To check UL200 whether install succeed, please go to the device manager to find the “USB DATA LINK
Adapter” and the installation is successful.

b Normal add/remove hardware installation.

Plug UL200 Virtual-Network cable into host first. When the “Found New Hardware Wizard” opens,
please select the “Install from a list or specific location Advanced ”,then click “Next".
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i Select the correct source file location and click “Next”.

i Also, in Windows XP system, there will be a software verification requesting windows pop out, just click
“Continue Anyway”, then continue to install. In Windows 98SE/ME/2K won't have this requesting windows.

iv Just a few seconds, the driver is installed completed, and click “Finish”.

v To check UL200 whether install succeed, please go to the device
manager to find the “USB Virtual-Network Adapter”.
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UL200 Virtual-Network software application setting
Steps by Steps to enable Internet Connection Sharin g on a network connection:
1. Peer-to-Peer File-Sharing with UL200 Virtual-Networ k connection. For Windows
98/ME/2K/XP, both sides setting are the same
Manual IP address setting.
Open Network Connections (Click Start, click Control Panel, click Network and Internet Connections,
and then click Network Connections).
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Select “Internet Protocol TCP/IP ", and click “Properties”.

Fill in driver default IP address value "169.254.x.x”, and click “OK”.

User can check the connection information to verify whether IP address is settle done.
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Or use windows command prompt "IPCONFIG” to check the connection status.

Another connection of Virtual-Network setting in another computer is the same. User can use “My Network
Places search for computer” to find the connected computer.
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Fill in the computer name to search target computer in the network.

Auto-detected IP address setting
User have to wait for windows O.S. assigning IP address about 2~3 minutes while connected. And the following steps
are same as manual IP address setting.
2. Two computers share in internet resource with UL200 Virtual-Network connection, For
WINn98SE/ME/2K/XP
Setup A-computer which is external internet connection. LAN or Modem
Enable the local connection internet connection properties to setup internet sharing.
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Select “Sharing”, and click “Enable Internet Connection Sharing for this connection “ and click “OK”

Windows O.S. will force to assign a default IP address 192.168.0.1 for this sharing, please just click
“OK".
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UL200 Virtual-Network local connection will be forced to set IP address as below

Setup B-computer which is only local connection with A-computer.

Enable the local connection UL200 USB Virtual-Network properties to setup the suitable IP
address/Mask/gateway

IP address 192.168.0.x
Subnet mask 255.255.255.0
Default gateway 192.168.0.1
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Also, do not forget to set correct Internet connection value which should be same as A-computer.

B-computer is available to share the internet resource from A-computer.
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Note General Internet setting for Peer-to-peer internet connection sharing

a) User must be logged on as an administrator or a member of the Administrators group in order to complete this
procedure.

b)  Under Internet Connection Sharing , in Home networking connection , select any adapter that connects the
computer sharing its Internet connection to the other computers on user’'s network.

C) When user runs the Network Setup Wizard and enables Internet Connection Sharing , certain protocols,
services, interfaces, and routes are configured automatically. The following describes these configured items.

If users are enabling Internet Connection Sharing on a LAN connection, TCP/IP for the LAN
interface that is connected to the Internet must be configured with a default gateway. The
TCP/IP addressing for this interface may be a static address or dynamic addressing using
DHCP.

For example
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d) To enable Internet Connection Sharing (ICS) Discovery and Control on Windows 98, Windows 98 SE, and
Windows Millennium Edition computers, run the Network Setup Wizard from the CD or floppy disk on these
computers.

e) For ICS Discovery and Control to work on Windows 98, Windows 98 Second Edition, and Windows Millennium
Edition computers, Internet Explorer version 5.0 or later must be installed.

f)  Internet Connection Sharing is not available on Windows XP 64-Bit Edition.

3. Three or more computers share in internet resource with UL200 Virtual-Network
connection.  Bridge-computers are for Windows XP only, other loc al computers are for
Windows98/ME/2K/XP

Setup Bridge-computer which is connected 2 or more local connections of UL200 Virtual-Network.
For example:

To stride across

User can find 2 or more UL200 Virtual-Network connections in the bridge computers.
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Open Network Connections (Click Start, click Control Panel, click Network and Internet Connections, and
then click Network Connections). Under LAN or High-Speed Internet select each of the private network
connections that you want to be part of the bridge. Right-click one of the highlighted private network
connections, and then click Bridge Connections.

IP address setting is same as Peer-to-peer internet resource sharing. User have to manual fill into correctly
value of bridge connection

IP address 192.168.0.x

Subnet mask 255.255.255.x

Default gateway 192.168.0.1
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Setup first computer which is connected to internet service to share resource

to bridge computers or other local computer.

Actually, the setup method is same as peer-to-peer internet service sharing.

Setup other local computers that wonder sharing the internet resource via bridge computers.

The setup method is same as peer-to-peer internet service sharing.

Note: General setting for 3 or more local connectio ns_of computers for_sharing Internet

Service.

a) User must be logged on as an administrator or a member of the Administrators group in order to complete this
procedure.

b) User must select at least two eligible network connections in order for Bridge Connections to create a bridge.

c) Only Ethernet, IEEE-1394 adapters, UL200, or Ethernet compatible adapters such as Wireless and home
phone-line adapters (HPNA), can be part of the network bridge.

d) User cannot create a bridge connection on a computer running Windows 2000 or earlier versions of Windows.

e) If you remove adapters from the network-bridge, and less than two adapters remain, Network Bridge will not
perform its intended function, but it will continue to use system resources.

f)  Network bridges with UL200 connection support traffic using Internet Protocol version 4 (IPv4) only.

g) Network Bridge is not available on Windows XP 64-Bit Edition.

ANNEX-A Allowing Internet Gaming on Your Network

To run Internet games between computers through USB Host-networking device module (UL200) and computers on the
Internet, you must ensure that the Internet game traffic is forwarded by the network that are between your UL200
module and the Internet. If the network between your UL200 module and the Internet is a computer running Windows
XP and Internet Connection Sharing, you must configure Internet Connection Sharing settings to pass the game traffic.
If the network device is a firewall or security gateway, it must be configured to pass the game traffic between your
UL200 module and the Internet. In this case, contact your network administrator who will identify the specific type of
traffic used by the Internet game and configure the firewall to forward the traffic.

If this configuration is not done, Internet game clients on your network will be unable to connect to Internet game
servers on the Internet and Internet game clients on the Internet is unable to connect to Internet game servers on your
network.

For example:
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